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‘Project Hinge’

toughened glass door ];
with protective corners

| A

4

Lens Wipe

2x cleaning wipes
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2x hinges
with gaskets and fixings

1x handle per door
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2 x 10mm wooden spacers

installation guide

required....

tape measure

spirit level/ laser guide

l lllb- electric/battery drill
[
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metric allen keys

@ screwdriver

we recommend 2 person
installation




mark the centre of your door opening
on the hinged side
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Finished floor ——

offer the glass door into the opening making sure it is securely sitting on
the two10mm wooden blocks’ supplied
now mark the top and bottom of each hinge cutout

*note the hinges are
NOT fitted to the door
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Finished floor——

IMPORTANT /I\ U

take extra care now you have removed the corner protectors



@ IMPORTANT /I\
remove the glass door from the opening \
(we recommend replacing the corner protectors )
place the hinge on the centre line of the opening
and evenly between the two cutout lines

now mark all four hole positions for the top
& bottom hinges

* keep the gaskets somewhere safe & clean
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@ secure the hinges to the opening \ g
(your hinges are supplied with screws e
but these may NOT be suitable for your wall type ) f
% most of our glass doors dh—
weigh in excess of 40kg
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@ rotate both hnges 90 degrees
and remove the cover plate

( keep this safe and clean)

place one gasket onto the body
of each hinge

( if this has been left in a dusty
area wash it with hot soapy water
and allow to dry BEFORE fitting )

@ clean BOTH sides of the glass door around the hinge area
top & bottom with the cleaning wipes supplied
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failure to clean this area could lead to the door slipping in the future



@ with the hinges still at 90 degrees to the opening
lift the door into position and sitting securely
onto the T0mm wooden blocks supplied
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IMPORTANT A

take extra care now you have removed the corner protectors

and tighen the two securing bolts on each hinge
(if the gasket as been left in a dusty
area wash it with hot soapy water
and allow to dry BEFORE fitting )

place the gasket & cover plate onto the glass \
<\

% your glass door should sit
level with the back of the
hinge body




spacers, now rotate the door 180 degrees fo travel making sure
it doesn’t catch the opening

/I check ALL securing bolts are tight then dispose of the wooden
~—

‘ now install your chosen handle
following the seperate instructions

Finished floor —

things to consider....

Q. I only want my door to swing one way, how can i stop it?

A. we can supply a’‘stop’to fix to the top of the frame if needed

Q. my floor runs out of level, will my door scrape the floor and get damaged?

A. our tolerances allow for a full 10mm clearance under the door from the
smallest measurement you supplied when placing your order

Q. although not large there are gaps around my door is there any way of
reducing and draught proofing?

A. we keep a range of ‘seals’ more often seen on showers but can be used
to help reduce any gaps

Q. how much height adjustment is there on a‘project hinge’glass door?

A.your door has about 3-4mm of adjustment up & down and side to side

Q. the door is very heavy will the hinges cope with this?

A. we supply your door in a’UK manufactured’ 1T0mm toughened safety
glass, most doors weigh around 35-40kg, the hinges are tested and approved
for doors upto 50kg on two hinges




