
IMPORTANT

Before beginning the installation, 
read all of the instructions and 
check that all parts are included. 

Toughened glass can be dam-
aged or broken if the corners or 
edges of the glass come into 
contact with hard surfaces.  Do 
not stand the glass panel onto 
tiling/wooden flooring always 
protect the edges of the glass.

2 Persons are required for instal-
lation and you should not attempt 
to fit the glass panel on your own.

Prepare the area for installation 
ensuring that all trip hazards are 
removed .  Remove the plastic 
corners from the glass door and 
check for any damage.  Please 
note that we cannot accept any 
claims for damage once installa-
tion has commenced.

If the Glass panel has a surface 
easy clean coating please check 
the cleaning information provided 
and do not use any harsh abra-
sive cleaners.

Please remember to recycle all packaging

1. Drill
2. Spirit Level
3. Screwdriver
4. Pencil
5. Sealant gun
6. Suitable fixing screws
7. Hacksaw with fine 
cutting blade for aluminium
8. Masking tape

 

   1.  Toughened Glass Panel 
   2.  End Caps  
   3.  PVC spacers 
   4.  U Channel   LM Silicone Sealant 
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1. Measure the width of the opening and check that this
matches the installation sheet.  Measure the width and
height of the glass panel and note this.

Cutting the U Channel.

a) Channel at bottom and side only :  Cut 1 length to glass
width + 5mm and 1 length to glass height -14mm.
b) Channel at top, bottom and side : Cut 2 lengths to glass
width + 5mm and 1 length to glass height - 28mm.

2. Marking the centre line, fit the channel to the floor/ceiling/ 
shower tray using either suitable fixings or silicone. Using a spirit 
level to align the channel, drill and fit the upright to the wall using 
suitable fixings and making sure that the screw head cannot come
into contact with the glass.  Place a minimum of 3 spacers into
the channel and secure with silicone or tape.

Remove corners from the glass and check for any damage.

3. If the glass is marked with an “Eco Glass” sticker, this surface 
must face into the wet shower area.  Carefully slide the glass 
panel into the channel until it is level with the edge of the top/bottom 
channel.

Ensure the glass is sitting centrally within the channel, run a line
of silicone either side of the glass, using your finger to push silicone
into the gap (using masking tape will give a much neater finish and
should be removed whilst silicone is wet)

Silicone fix the end caps to the cut ends of the U Channel.   

Do not use the shower until the silicone is dry, approx 24 hours.

Project Glass Panel 

width + 5mm
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