fit precut wall channel
drill and use a minimum
of 3 fixings ( not supplied)

lay 3mm clear pvc spacers
evenly into base channel
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carefully offer the glass screen
into base and wall channel
until joints meet.

a silicone “capping”is required
to provide a waterproof seal
all round the installed screen
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your glass screen is UK manufacured
10mm toughened safety glass

however if you feel your screen requires
more stability a RE-ENFORCEMENT BAR
can be purchased from your supplier.

things to consider.... D o
—

Q. My joints do not line up?

A. check your floor to wall angle is 90 degrees

if not the joints in the channel will not sit level.

A. have you layed the 3mm spacers in the base channel?

if not the open edge channel will hit the floor and cause
the screen to tip.

Q. how do i know which side my screen has been “ easy clean ” coated?
A. your screen should have been ordered “left” or “Right” from outside
of the shower. A small label on the glass will indicate the coated shower side.
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component check list....

supplied....

required....

A

silicone sealant

easy clean T0mm toughened glass screen
with prefitted channels to TOP and OPEN SIDE.

recommended....

|
precut wall channel

d
! re-enforcement bar
precut base channel

&

1 3mm clear spacers x3

instruction sheet

aftercare
clearshield cleaner
warranty registration
sheet

step by step installation guide....

check opening is square.

silicone precut base channel
onto floor/tray against wall
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