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1x Hinge, clamp & Handle kit .
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1x Spacer kit

4x silicone spots




required....
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tape measure .
metric allen keys

@@= — screwdriver

spirit level/ laser guide

l >  electric/battery drill
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suitable wall fixings

we recommend 2 person
installation
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Place the base plinth inplace against the wall,
making sure it sits level

central clamp
installed for cabinets
with central glass fin

Option..

In commercial applications

or areas of ‘high footfall’

your plinth can be glued to the floor
once positioned and leveled



Carfully offer the side panel into it's base clamp making sure the spacers are inplace
Making sure the panel is upright using a spirit level or lazer guide, mark the two hole
positions for the wallclamps.

remove the panel and repeat for the other side panel

IMPORTANT A

* if the panels are not installed upright it will affect
the positioning and alignment of the top panel
and glass doors.
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5mm
temporary
spacers

IMPORTANT A\

make sure the glass is sitting
on the clamp spacer
and not directly on the metal clamp

check all measurements front to back & top to bottom
and make any adjustments BEFORE drilling the wall



@ Drill and fix the wall clamps into position using screws and raw plugs to suit
you wall type.
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IMPORTANT A

The wall clamps MUST face out to allow
the glass to be installed correctly




@ Now reinstall both side panels, check alignment and tighen all 6 clamps
You can now remove the 5mm temporary spacers

IMPORTANT A

Note the slotted gasket slides in on the ‘screw side’ of the clamp
to make it easier to align.

5mm
temporary
spacers

IMPORTANT A\ ar—m

make sure the glass is sitting
on the clamp spacer
and not directly on the metal clamp



Lift the top panel into place and mark for the wall clamp.
Now repeat steps
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IMPORTANT A

All four silicone spots
must be in place

IMPORTANT /I\

The wall clamp MUST face up to allow
the glass to be installed correctly
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Fit both corner clamps in the same way as the wall clamps.
Check all alignment and retighten ALL fixings
Your cabinet is now fully secure.

* If your cabinet has ‘Wall mounted’ racks and shelves these can now be installed
the racks have thier own installation guide for correct spacing.

* If your cabinet has a‘Halo mirror’to the back, this can now be installed
our mirrors have thier own installation guide for correct positioning.




VERY CARFULLY!, offer the ‘central fin’into place, * this is only 10mm smaller than
the opening. And secure into the ‘Prefitted’ top and bottom clamps as

IMPORTANT /I\

Note the slotted gasket slides in on the ‘screw side’ of the clamp
to make it easier to align.
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IMPORTANT I\ wrm

make sure the glass is sitting
on the clamp spacer
and not directly on the metal clamp



Fit your ‘Fin mounted wine racks’ BEFORE fitting your doors, this will give better access and reduce
the risk of damage during installation.
Making sure the racks are upright, connect the supplied‘interscrews’ through the holes in the glass
panel and hand tighten, repeat until you have all four racks secured and aligned.

IMPORTANT A

your Fin mounted racks are not the same!
make sure racks with an @ are fitted to the front
and racks with a (B) are fitted to the back



@ If your cabinet has shelving, you should now fit the supplied ‘shelf clamps’
and CARFULLY slide the shelves into position. You only have a 12mm gap
either side so do not rush this!.
check alignment, and tighten the clamps until the glass is secure.

IMPORTANT A

The shelf clamps should be tightened
from the underside keeping a clean look
from above. v
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You are now ready to install the doors.

Starting with the ‘Right hand door’ open the hinges to 90 Degrees
with the Allen bolts facing the centre

remove the bolts holding the cover plates, leaving you with a bare hinge.

make sure all ‘rubber gaskets’are kept clean

base hinge only and away from any dusty/dirty surfaces.

Fit one‘clean’ gasket to each hinge
making sure the spacer is inplace on the bottom hinge.

Clean around the hinge area of the glass door top & bottom with the supplied
‘cleaning wipes’ to remove any dirt and dust.
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Lens Wipe
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IMPORTANT A

If the glass is not cleaned properly
there is a risk of your slipping over time




With clean glass and gasket and spacer inplace offer the glass door onto the hinges
using the supplied ‘86mm wooden block’ for balance

The 86mm wooden block
will make it much easier to align the doors

Now fit the other gasket to the face of the glass and tighten the ‘cover plate’ with the
supplied bolts.

IMPORTANT /I\

The edge of the door should
be flush with the edge of
the hinge




@ You can now remove the 86mm wooden block, BEFORE operating the door
check alignment make sure the door is not catching on anything.

you can now carfully close the door for the first time checking it’s travel is
smooth and not binding anywhere.
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If your cabinet has two doors you can now install

the second door repeating steps — @

* there should be a gap of 2mm-4mm between the doors

You can make sideward adjustments to your doors without removing
the cover plates, loosen the bolts top and bottom and carfully slide the door
to the required position and retighten

IMPORTANT A

Always replace the 86mm wooden block
BEFORE making any adjustment to the position
of the glass door



@ Install your chosen handle type and have a last check of all fixings
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* If you have chosen one of our‘lighting options’ for you cabinet,
please see the installation guide for correct fitting.

If you are unsure how to proceed at any stage of your cabinet installation, please contact
our technical team 01223 211041 info@goglass.co.uk



